Product Data Sheet

SCIfeI'OCIdS Rapid Stop Barrier

Rapid Stop Barrier is an innovative, freestanding system designed .I(.:Satsez
to provide superior protection for events and work zones. Engineered
to stop both accidental and intentional vehicle intrusion without
restricting pedestrian flow, its modular, flexible design makes it ideal
where traditional barriers aren’t practical—while remaining efficient to
transport and quick to deploy without anchoring.

Portable

Portable protection for pedestrian dense areas, events and worksites
Proven to safely stop vehicles impacting from any angle

Allows for pedestrian movement

Fully crash tested with a 2270kg vehicle at 60km/h (MASH compliant)
Non-lethal to occupants of impacting vehicle

Barriers can be used individually or as a combined system with
Disabled Access or Emergency Gate modules

Unit Height Unit Height

Product Code Installed Length Unit Length Unit Width (Bollard) (Base) Weight Footing
F1202046F 3000mm 3088mm 1150mm 1086mm 130mm 1250kg Freestanding
No footing requirements

Please refer to saferoads.com.au for the most up to date specifications
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Product Data Sheet
SCIfeI'OCIdS Rapid Stop Barrier

Saferoads have over 30 years industry experience researching and developing road safety products including Hostile Vehicle
Mitigation products. The Rapid Stop Barrier has been thoroughly crash tested to ensure it provides superior protection, offering
event organisers complete piece of mind. The crash test results below show the Rapid Stop Barrier will contain an errant vehicle,
whether intentional or accidental, preventing a hostile vehicle entering a pedestrian dense area, thereby reducing the risk of
injury and death.

5 Units 3 Units with Gate 2 Units (Simulated) 1 Units

Installed length of Barriers Installed length of Barriers Installed length of Barriers Installed length of Barriers
15m (5 x 3m segments) 9m (3 x 3m segments) 6m (2 x 3m segments) 3m (1 x 3m segments)
2270kg 4x4 Dual Cab 2270kg 4x4 Dual Cab 2270kg 4x4 Dual Cab 2270kg 4x4 Dual Cab
Pickup, 57km/h, 90° Pickup, 52km/h, 90° Pickup 60km/h, 90° Pickup 59km/h, 90°

PAS Rating: N1G — 48 PAS Rating: N1G — 48 PAS Rating: N1G — 48 PAS Rating: N1G — 48
Deflection: 3.52m Deflection: 8.4m Deflection: 11.3m Deflection: 15.7m
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