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Amber 
F1504001C 1180kg 1500kg 3650mm 2080mm 2930mm 3650mm 2725mm 5300mm 4 3

Colour 
F1504001P 1180kg 1500kg 3650mm 2080mm 2930mm 3650mm 2725mm 5300mm 4 3
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Product Data Sheet 
Zone VMS Classic

saferoads.com.au/zone-vms-classic
sales@saferoads.com.au  |  1800 060 672

Features
•	 Australian designed and built C-Size VMS
•	 Amber or five colour (blue, green, amber, red and white) options
•	 Heavy duty, fully galvanised and powder coated
•	 4 x 12V 200AH batteries with on board battery charger
•	 3 x 200W solar panels that tilt and rotate
•	 100% Australian developed, owned and hosted, Zone 2  
	 online management platform
•	 Saferoads 24/7 in-house support team
•	 Easy to use internet platform accessible from any  
	 browser/smartphone/tablet device
•	 On board message manager
•	 Radar unit available for speed management and data logging (optional)
•	 Fully sealed tool boxes with gas struts (x4)
•	 Checker plate floor and spare wheel
• 	 Box security brackets (optional)
•	 Available as a hybrid model with no tilt and rotate on the solar panels
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Description
Saferoads Zone VMS Classic is a reliable, solar-powered variable message 
sign for work zones, traffic control, or promotional use. Featuring smartphone 
or tablet control, amber or five-colour display options, and Saferoads 24/7 
in-house support, it provides an affordable, easy-to-deploy solution for  
keeping drivers and workers informed or advertising your business or event.
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